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(54) Method and arrangement for secure login in a telecommunications system 



(57) The invention comprises a method for secure 
login in a communication system including a mobile unit, 
a mobile communication network, an authentication 
center, an application server, a computer and an untrust- 
ed network, wherein the user sets up an application ses- 
sion via a data communication from his personal com- 
puterto an application server and submitting an identity. 
Thereat, the server requests authentication from an au- 
thentication center. Then, the authentication center 
sends a simple token to the server, which sends said 
token to the user over the data connection. Finally, the 
user reads the token on the screen of his personal com- 
puter and sends the token as a text message from the 
mobile unit to the authentication center, which also ob- 
tains the mobile phone number and the cell identification 
of the user. An advantage of the disclosed method is 
that no extra pin-code is required. 
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Description 

FIELD OF INVENTION 

[0001] The present invention relates to a method and 
arrangement for secure login over a public network. 

DESCRIPTION OF RELATED ART 

[0002] In the field of data- and telecommunication, se- 
curity, and particularly methods and arrangements for 
secure login are demanded. The requirements on secu- 
rity products are increasing. 

[0003] In the past, before remote access, organiza- 
tions had closed, hard-wired networks, which provided 
physical security. Network access was limited to users 
physically located in the building. Requiring users to 
type in a name and password added another layer of 
security to the network. 

[0004] Providing remote network access over tele- 
phone lines has added an entirely new dimension to the 
task of keeping business-critical information secure. 
[0005] Conventional telephone systems are, by na- 
ture, public. Anyone can dial a number, and reach the 
"door" leading into a company's network. The primary 
concern of remote access security is to make sure that 
only known, authorized users can enter that door. 
[0006] While techno logical advances have redefined 
the traditional workplace, they have also created more 
opportunities for security breakdowns. These develop- 
ments, such as the growth of the Internet and more pow- 
erful desktop systems, are placing a greater burden on 
those responsible for the security of an organization's 
computing resources. For example, the explosion of the 
Internet has compounded security issues by combining 
public and private network access, resulting in a new 
category of security requirements that must be ad- 
dressed. 

[0007] Security considerations have been further 
complicated by the multiplicity of functions and applica- 
tions that are now accessible at the PC. Because every 
application handles security in a different way, most us- 
ers cannot access all of their applications through a sin- 
gle password. The need to remember multiple pass- 
words can lead to a natural temptation to repeat or sim- 
plify passwords. Consequently, multiple levels of secu- 
rity can have the unintended effect of actually compro- 
mising security. 

[0008] Larger organizations having global multi-point 
access requirements, and those having greater security 
concerns, wants to integrate their remote access capa- 
bilities with products specifically designed to enhance 
the security of information distributed over remote net- 
works. 

[0009] One alternative approach is "centralized" se- 
curity, which involves having the terminal or communi- 
cations server authenticate a dial-in user's identity 
through a single central database, known as the authen- 



tication server. This server stores all the necessary in- 
formation about users, including their password and ac- 
cess privileges. The use of central location for authen- 
tication data allows a greater degree of security for sen- 

5 sitive information, greater ease of management and a 
more scalable solution as the size of the network in- 
creases. Authentication servers can be configured in a 
variety of ways, depending upon the organization's pre- 
ferred network security scheme. 

10 [0010] Authenticating a user includes the following 
steps: 

• A user dials into a network through a remote access 
server. 

15 

• The remote access server forwards the user iden- 
tification and password to the authentication server. 

• The authentication server validates and provides 
20 access privileges to the user. 

[0011] Many of the most popular remote access se- 
curity enhancements operate on the principle of "secu- 
rity by secrecy", wherein users must have a specific ob- 

25 ject in their possession to access the network. The "se- 
crecy" of that object creates a much larger hurdle for 
attackers. Security by secrecy refers to people using a 
complicated mechanism that is hard to know. E.g. an 
unlisted telephone line, but it is assumed that the 

30 number of said phone line is unknown to the public. A 
password is security by secrecy. The owner of the pass- 
word must be the only one that should know this pass- 
word. 

[0012] One of the most popular methods for promot- 

35 ing security by obscurity is through a "smart card", which 
is simply a credit card containing a small, built-in com- 
puter. Not anyone who comes into possession of a smart 
card can use it, unless he has access to another piece 
of confidential information - the user password. Smart 

40 cards also help solve the problem of having to remem- 
ber multiple passwords, as disclosed above. 
[0013] The concept of a one-time password involves 
having the security server already know that a password 
is not going to be transmitted over insecure channels. 

^5 When the user connects, he or she receives a challenge 
from the security server. The user takes the challenge 
information and uses it to calculate the response from 
the password. Thereat, the security server calculates 
the response, and compares its answer to that received 

50 from the user. The password is never transmitted over 
the network; nor is the same challenge used twice (e.g. 

~ RACOM, Remote Access COMmunication). 

[0014] Some of these products, such as securelD, 
use a time-based temporary password system. When 

55 users dial in to the server, they are prompted to enter a 
personal identification number (PIN), along with the six- 
digit number currently showing on their hand-held card 
and password. This number changes every minute at 
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the same time as a corresponding number on the server, 
making it virtually impossible to gain access to the net- 
work without the card. 

[0015] The telecommunication operator Tele2 has re- 
cently developed a system called GiSMo for a mobile 
telecommunication system in orderto authenticate a us- 
er, when he wants to make a purchase. The GiSMo sys- 
tem uses a GSM (Global System for Mobile communi- 
cation) telephone and corresponding GSM number as 
a unique identity. The telephone is opened by means of 
the ordinary Pin-code of the owner of the telephone and 
a 070-number being a personal number of the owner. 
At each GiSMo transaction, the user is provided with a 
unique code by means of a text message, e.g. a Short 
Message Service (SMS), Jo the activated GSM tele- 
phone. Said unique code can only be used for the on- 
going transaction. The code is verified when the owner 
input it on the PC. A disadvantage with the GiSMo sys- 
tem provided by telecom operator Tele2 is that the text 
message may be eavesdropped. 

SUMMARY OF THE INVENTION 

[0016] A problem with the above disclosed methods 
using a smart card, such as a SIM (Subscriber Identity 
Module) card, is that it may take some time before the 
loss of such a smart card is disclosed and the usage of 
said card is blocked. 

[0017] A problem with the methods according to prior 
art is that an extra code must be provided and used. 
[0018] A further problem with methods according to 
prior art is that an extra device is required. 
[0019] The invention comprises a method and ar- 
rangement for secure login in a communication system 
including a mobile unit, a mobile communication net- 
work, an authorization center, an application server, a 
computer and an untrusted network, wherein the user 
sets up an application session via a data connection 
from a personal computer to an application server and 
submits an identity to the authentication center. There- 
after, the application server requests authentication of 
this session from an authentication center. Then, the au- 
thentication center answers with a simple token to the 
application server, which sends said token to the user 
over the data connection. Thereupon, the user reads the 
token on a screen of the personal computer and sends 
the token as a text message, e.g. a Short Message Serv- 
ice (SMS), from the mobile unit to the authentication 
center. This authentication request message is gener- 
ated from an application running inside the mobile unit 
and contains the token as entered by the user appended 
with the global unique identity of the cell where the mes- 
sage was sent from as available inside the mobile unit. 
The mobile unit will then send this message though the 
mobile communication network. Systems inside the mo- 
bile communication network extend the message with 
current time and A-number of the sending mobile unit 
and forward this extended message to the authentica- 



tion center. Finally, the message arrives within a certain 
time in the authentication center where the token is used 
to match it to the application session. There the A- 
number and the cell identity are verified against the giv- 
5 en identity forthat session. Both A-number and cell iden- 
tity must be allowed for the given user identity. If option- 
ally other authentication mechanisms like for example 
time are satisfied, the authentication center sends a 
message to the application server informing the appli- 
10 cation server that the user is correctly authenticated. 
When no message arrives within a certain time ora mes- 
sage with an A-number not associated with the user 
identity or a message with a cell identity not associated 
with the user identity then the Authentication Centers 
15 sends a message to the application server that the ses- 
sion is not authenticated. If a message arrives after a 
certain time, it is discarded. 

[0020] The method as disclosed herein may be imple- 
mented by means of a computer program. 
[0021] The main purpose of the method as disclosed 
herein is to provide a secure method for secure login, 
wherein a mobile access unit, such as a mobile tele- 
phone, is used instead of a smart card. 
[0022] A purpose of the method disclosed herein is to 
provide a secure method and arrangement for remote 
login. 

[0023] An advantage of the method as disclosed 
herein is that no extra pin-code is required. 
[0024] A further advantage of the method as dis- 
closed herein is that no extra device is required. 
[0025] A yet further advantage of the method as dis- 
closed herein is that the loss of the phone is discovered 
earlier than the loss of a smart card, and actions to ad- 
dress said loss may be taken sooner. 
[0026] The term "comprises/comprising" when used 
in this specification is taken to specify the presence of 
stated features, integers, steps or components but does 
not preclude the presence or addition of one or more 
other features, integers, steps, components or groups 
thereof. 

[0027] Further scope of applicability of the present in- 
vention will become apparent from the detailed descrip- 
tion given hereinafter. However, it should be understood 
that the detailed description and specific examples, 
while indicating preferred embodiments of the invention, 
are given by way of illustration only, since various 
changes and modifications within the spirit and scope 
of the invention will become apparent to those skilled in 
the art from this detailed description. 



BRIEF DESCRIPTION OF THE DRAWINGS 
[0028] 

55 Figure 1 is a sequence diagram illustrating a method 
according to prior art. 
Figure 2 is a sequence diagram according to the in- 
vention 
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Figure 3 is an overview of the system according to 
the invention. 

[0029] The invention will now be described in more 
detail with reference to preferred exemplifying embodi- 
ments thereof and with reference to the accompanying 
drawings. 

DETAILED DESCRIPTION 

[0030] The method according to the invention will now 
be d isclosed with reference to fig. 2 and 3. In the method 
disclosed herein a cellular telephone 310 provided with 
a PIN number is used instead of a special key card de- 
vice. A text service, such as Short Message Service 
(SMS), is used for communication at login. 
[0031] In a system implementing the method dis- 
closed herein and illustrated in fig. 2, a personal com- 
puter (PC) 360 is connected to a application server 340 
over an untrusted network such as the Internet. The per- 
sonal computer 360 has only access to the application 
server when it is used by an authorized person (not 
shown in the figure). 

[0032] In a first step, the user sets up a data commu- 
nication from his personal computer 360 to an applica- 
tion server 340, via a network 350, and provides an iden- 
tity Id. Thereafter, in a second step, the application serv- 
er 340 contacts an authentication center 330 over a 
trusted network Nt 370 with a request 380 to authorize 
the given identity Id. In a third step, said authentication 
center 330 responds 390 with a unique challenge token, 
which is sent over the same data connection in the trust- 
ed network Nt 370. The token is not secret and may be 
predictable. The token is valid for a limited time . Thereat, 
in a fourth step, the user reads the token on the screen 
of his computer 360 and sends it back as a text message 
via the cellular telephone 310 to the authentication cent- 
er 330 that also receives the phone number and the cur- 
rent cell identity associated with the cellular phone 310. 
The cell identity indicates the geographical location of 
the cellular phone 310. Depending on how the mobile 
communication system is designed, a mobile unit, such 
as the cellular telephone 310, may have one or more 
cell identities. In a fifth step, the authentication center 
checks that the text message arrives within a certain 
time provided with the connect token from one of the valid 
geographical positions. The authentication center 330 
is provided with a table for each user, wherein each 
record comprises the identity, cellular telephone 
number, and valid cell identification of the user. 
[0033] The token used in the method as disclosed 
must fulfill certain requirements. The token must be 
keyed in by the user. The token may consist of e.g. a 
4-integers key. In an exemplary embodiment, a method 
using "voice recognition" may be used. 
[0034] In order to implement the method as disclosed 
in this disclosure, a computer (not shown in the draw- 
ings) may be located in, or connected to, the authenti- 



cation center 300. Said computer may be loaded with 
software portions for performing the method disclosed 
in this disclosure. In a further embodiment, said method 
may be implemented as hardware in a computer. 

5 [0035] In a further embodiment, after that the applica- 
tion server has requested authentication to the authen- 
tication center, the authentication center sends a text 
message, e.g. a Short Message Service (SMS), to the 
telephone that needs to be replied to. Thereafter, the 

10 user replies with a positive confirmation, e.g. M Y". This 
procedure is more costly, but has the advantage that the 
application server does not require a special login Ul 
(User Identity). E.g. in an exemplary application server, 
no Ul is involved, and adding a login screen would be 

is awkward. When a user of said application server uses 
a network address inside an intranet, an text message 
is sent. If said text message is acknowledged, access 
is allowed, otherwise, access is denied. 
[0036] In a further embodiment of the invention a com- 

20 bined terminal, such as a smart telephone or a WAP 
(Wireless Application Protocol) telephone may be used 
instead of a mobile phone and a computer. 
[0037] In a yet further embodiment, the phone sends 
automatically the token back as a text message. 

25 [0038] A faked text message may only be sent from 
inside an operator, by means of spoofing an A-number 
This can be prevented by putting an extra key in the tel- 
ephone and signing the message by means of this sig- 
nature key. However, this is only feasible when the se- 

30 cret key, e.g. the PIN number, is unknown to the opera- 
tor. In a further embodiment, encryption may be used 
instead of signing 

[0039] The invention being thus described, it will be 
obvious that the same may be varied in many ways. 
35 Such variations are not to be regarded as a departure 
from the spirit and scope of the invention, and all such 
modifications as would be obvious to one skilled in the 
art are intended to be included within the scope of the 
following claims. 

40 

Claims 

1 . Method for secure login in a communication system 
45 including a mobile unit (31 0), a mobile communica- 
tion network (320), an authentication center (330), 
an application server (340), a computer (360) and 
an untrusted network (350), characterized in fur- 
ther comprising the steps of 

50 

• A user setting up a data connection from a per- 
sonal computer to an application server and 
submitting an identity to said authentication 
center (330) 

55 

• The application server (340) requesting au- 
thentication from an authentication center (330) 



7 



EP 1 102 157 A1 



8 



The authentication center (330) sending a sim- 
ple token to the application server (340), which 
sends said token to the user over the data con- 
nection 

5 

♦ The user reading the token on a screen of the 
personal computer and sending the token as a 
text message from the mobile unit (310) to the 
authentication center (330), which also obtains 

a mobile phone number and a cell identification 10 
associated with the mobile unit (310). 

♦ Provided that the text message arrives at the 
authentication center (330) within a certain time 
along with an acceptable token from one of the is 
valid geographical positions as defined by the 
cell identification, the authentication center 
(330) sending an authentication to the applica- 
tion server (340). 

20 

2. Method according to claim 1, characterized in that 
the authentication center (330) is provided with a 
table having a record for each user comprising user 
identity, mobile phone number and valid cell identi- 
fication. 25 

3. Method according to claim 1 , characterized in that 
a combined terminal is used instead of a mobile 
phone and a personal computer. 

30 

4. Method according to claim 3, characterized in that 
the combined terminal is a so-called smart phone. 

5. Method according to claim 3 characterized in that 

the combined terminal is a Wireless Application 35 
Protocol (WAP) telephone. 

6. Method according to claim 1 , characterized in that 
the token is sent in a text message, from the au- 
thentication center (330). 40 

7. Method according claim 6, characterized in that 
said message is a Short Message Service (SMS) 
message. 

45 

8. Method according to claim 1 , characterized in that 
the token is automatically returned in a text mes- 
sage. 

9. Method according to claim 8, characterized in that so 
the text message is an SMS message. 

10. A computer program product directly loadable in the 
internal memory of the authentication Center (330), 
characterized by comprising software portions for 55 
performing the method according to any of claims 
1-9, when the authentication center is activated by 

a computer or a signal. 



11. An arrangement for secure login in a communica- 
tion system including a mobile unit (310), a mobile 
communication network (320), an authentication 
center (330), an application server (340), a compu- 
ter (360) and an untrusted network (350), charac- 
terized in that the arrangement comprises 

• Means for enabling a user to set up a data con- 
nection from a personal computer to an appli- 
cation server and to submit an identity to said 
authentication center (330) 

Means for enabling the application server (340) 
to request authentication from an authentica- 
tion center (330) 

♦ Means for enabling the authentication center 
(330) to send a simple token to the application 
server(340), which sends said token to the user 
over the data connection 

Means for enabling the user to read the token 
on a screen of the personal computer and to 
send the token as a text message from the mo- 
bile unit (310) to the authentication center 
(330), which also obtains a mobile phone 
number and a cell identification associated with 
the mobile unit (310), 

Provided that the text message arrives at the 
authentication center (330) within a certain time 
along with an acceptable token from one of the 
valid geographical positions as defined by the 
cell identification, means for enabling the au- 
thentication center (330) to send an authenti- 
cation to the application server (340). 

12. An arrangement according to claim 11, character- 
ized in that the authentication center (330) is pro- 
vided with a table having a record for each user 
comprising user identity, mobile phone number and 
valid cell identification. 

13. An arrangement according to claim 11, character- 
ized in that a combined terminal is used instead of 
a mobile phone and a personal computer. 

14. An arrangement according to claim 13, character- 
ized in that the combined terminal is a so-called 
smart phone. 

15. An arrangement according to claim 13, character- 
ized in that the combined terminal is a Wireless Ap- 
plication Protocol (WAP) telephone. 

16. An arrangement according to claim 11 , character- 
ized in that the token is sent in text message, from 
the authentication center (330). 
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17. An arrangement according to claim 11 , character- 
ized in that the token is automatically returned in 
text message. 
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